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Hint

Before you begin This document describes how to install ELPRO software on a Windows computer. Please 
read through these instructions completely before starting the installation.

In case of a software update, please uninstall any previous versions of the software (nec-
essary only for elproLOG ANALYZE, ANALYZE QLS, MONITOR, CONFIG version 3.4x or 
earlier).

User manual, version history and other important documents can be found on our web page 
www.elpro.com.

System require-
ments

• Windows XP, Vista, 7, 8, Server 2003, 2008, 2012

• Pentium 1.5GHz

• Memory 512MB RAM

• Free hard disk space of 500MB

• Monitor 1024 x 786 Pixel

• Microsoft.NET Framework 2.0 (if not available, it will be updated automatically, for 
Windows 8 manual confirmation of the installation is required).

When working with ECOLOG-NET networkable datalogger, the following ports should be 
available:

• TCP/IP 2101: used for communication with ECOLOG-NET dataloggers

• UDP 2362: used for LAN configuration of ECOLOG-NET dataloggers via a Digi Device 
Discovery Software.

Register You will need your serial number to activate the software and to receive customer support. 
Keep this document in a safe place where it can be referenced easily.

THIS SOFTWARE NEEDS LOCAL ADMINISTRATOR RIGHTS FOR THE 
INSTALLATION!
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Installation Procedure

Step 1 Start the computer and insert the installation CD into your drive.
The installation starts automatically.

Step 2 If this is not the case, open the Windows Explorer and switch to the CD-ROM drive. To 
install the software, double-click with the left mouse button „Setup.exe“in the directory 
„Setup“.

Setup.exe

Step 3 Select the installation language.

elproVIEWER
The installation and licensing procedure of this software is documented in the 
operator's manual, SI3001Ex in chapter "1.1.3 Software licensing".
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Step 4 Please read and accept the license agreement.

Step 5 Please enter the serial number.

Step 6 Select the desired setup type (Typically, "Complete" is selected here). By clicking the "Next" 
button, the program will be installed.
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Please confirm the process by clicking the "Install" button.

Step 7 When the installation is completed, the system displays the InstallShield Wizard Complete 
screen.

Step 8 At this point, the installation is complete and the installed software can now be run from the 
system’s Start menu. For further information on how to use the installed software, please 
refer to our web page www.elpro.com.
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